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SAN MATED COUNTYWIDE

Water Pollution
Prevention Program

Clean Water. Healthy Community.
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NPDES Permit Impervious Surface  Data Collection Worksheet

Complete this worksheet for each new or redevelopment project where 5,000 square feet or more of impervious surface will have been created, added and/or replaced. 


Project Name: ____________________________________APN #__ __ __ - __ __ - __ __ __

Project Description: 







Applicant’s Name:

 Phone: 

Project Location:








(address)

1.
Project Type (Check all that apply):
 FORMCHECKBOX 
 Residential

 FORMCHECKBOX 
 Commercial
 FORMCHECKBOX 
 Industrial
 FORMCHECKBOX 
 Public  
 FORMCHECKBOX 
  Mixed Use
 FORMCHECKBOX 
  Restaurant

 FORMCHECKBOX 
  Uncovered Parking 
 FORMCHECKBOX 
  Auto-service Facility
 FORMCHECKBOX 
 Retail Gasoline Outlet
2. Project size:

a. Total area of project site (parcel) 





sq. ft.

b. Area of land disturbance during construction  

sq. ft. (include clearing, grading, excavating).
	
	Pre-Project Impervious Surface (IS), in sq.ft.
	Proposed Impervious surface (IS), in sq. ft


	
	
	Replaced IS

	Created IS


	c. Non-parking impervious surface area (includes land covered by buildings, sheds, patios/ covers, streets, sidewalks, paved walkway)                                                         
	
	
	

	d. Areas of uncovered parking
	
	
	

	e. Off-lot impervious surface (streets, sidewalks, and/or bike lanes built as part of new street)
	N/A
	
	

	TOTAL: 2c through 2e
	
	
	


f. Area of pre-project landscaping:
 sq.ft.   Area of post-project landscaping:
 sq.ft.
3.  Determine Requirements for Stormwater Treatment and Hydromodification Management (HM)

	a. Check box if total proposed impervious surface is equal to or greater than:

	
 FORMCHECKBOX 
 10,000 sq. ft.:  Stormwater treatment required (sizing requirements in Provision C.3.d of the MRP)

	
 FORMCHECKBOX 
 43,560 sq. ft.:  If the following two statements apply to the project, then hydromodification management (HM) is required:
 FORMCHECKBOX 

Check box if the project replaces existing impervious surface (such as a building, parking lot, roadway, etc.), the total impervious area is increased from the pre-project condition.
 FORMCHECKBOX 

Check box if project is located in an area subject to the HM standard (see HM Control Area map at www.flowstobay.org/bs_new_development.php), OR, if further analysis is required, an engineer or qualified environmental professional has determined that runoff from the project flows only through a hardened channel or enclosed pipe along its entire length before emptying into a waterway in the exempt area. (Attach signed statement by qualified professional.)

	b. Check box if combined area of uncovered parking lot, plus any impervious surface for auto-service facility, retail gasoline outlet, and/or restaurant, is equal to or greater than: 

	
 FORMCHECKBOX 
 5,000 sq. ft.:   If project is approved on or after 12/1/11, stormwater treatment is required.


c. Check box if the project will REPLACE more than 50% of the existing impervious surface.  

 FORMCHECKBOX 
 Project will replace > 50% of the existing impervious surface.   The project is required to treat stormwater runoff from the on-site existing impervious surface that is NOT modified, in addition to the impervious surface that created and/or replaced by the project.
What Projects Are Applicable?


All project applicants proposing to create and/or replace 5,000 sq. ft. or more of impervious surface on the project site must fill out this form and submit it to the Planning Division.  Interior remodeling projects and routine maintenance or repair projects, such as re-roofing and re-paving, are NOT required to complete this form. 


What is an Impervious Surface?


An impervious surface is a surface covering or pavement of a developed parcel of land that prevents the land’s natural ability to absorb and infiltrate rainfall/stormwater. Impervious surfaces include rooftops, walkways, patios, driveways, parking lots, storage areas, impervious concrete and asphalt.1


For More Information 


For more information regarding selection of best management practices for stormwater pollution prevention, stormwater treatment, or hydromodification management contact:





This section to be completed by Agency Staff


Reviewed:


Community Development Department 			Public Works Department


Planning Division:	________ 			Engineering:________


Building Division:	________





Return form to:	________


Data entry performed by:	________











� Pervious pavement underlain with pervious soil or pervious storage material, such as a gravel layer sufficient to hold at least the volume of rainfall runoff specified in Provision C.3.d of the MRP, is not an impervious surface. See MRP at � HYPERLINK "http://www.flowstobay.org/ms_municipalities.php" ��www.flowstobay.org/ms_municipalities.php�.   


� “Replaced” means that the project will install impervious surface where existing impervious surface is removed.


� “Created” means the project will install new impervious surface where there is currently no impervious surface.
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