


SAN MATEO COUNTYWIDE WATER POLLUTION PREVENTION PROGRAM
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SANDY LOAM PER
SPECS.

OFFSET UNDERDRAU}
TRENCH AT EDGE OF
TREE PLANTING ZONE.

SWALE FLOWLINE (SFL)
SEE GRADING PLAN.

6" DIA. PERFORATED SLOPED
UNDERDRAIN (SLOPE AT 0.50%) WITH
PERFORATIONS DOWN. SEE PLAN FOR
CONNECTION TO CATCH BASIN & FOR
INVERT ELEVATION.
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SEE LANDSCAPE PLANS FOR
PLANTING INFORMATION.

SIDE SLOPES REMAIN CONSTANT. AS
SWALE LENGTH INCREASES, THE
ENTIRE SWALE SURFACE DROPS, AS
INDICATED IN DETAIL OF CATCH
BASIN /GABION IN VEGETATED SWALE
IN PARKING LOT MEDIAN.

PLACE 4" MIN. DIA. APPROVED LINCREEK
COBBLE FLUSH WTH CURB OPENINGS FO
A MIN. DISTANCE OF 5 DOWNSTREAM

FROM DOWNSPOUT OR RAINWATER LEADE

UNDERDRAIN CLEANQUT WITH SCREW
CAP TO FIN. GRADE. SEE UTIITY PLAN
FOR LOCATION & INVERT.

ASS1, TYPE A PERMEABLE
MATERIAL

7" DIA. WASHED DRAINROCK
WRAFPED IN TC MIRAFI
FILTERWEAVE 400 FILTER
FABRIC. OVERLAP TOP MIN.

OF 67,

Figure 6-8: Vegetated Swale in Landscaped Areas for Rain Water Leaders Swale (Not to scale)
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C.3 STORMWATER TECHNICAL GUIDANCE

£ vares T-6TMN. 30" MN.

OW SUFFICIENT| |PLANTING AND LIGHT
BETWEEN | {POLE FOUNDATION DO

OPERTY LINE NOT ENCROACH OUTSIDE

D SWALE FOR | loF 3-0° ZONE. TREES

CE, WALL, AND' VAND LIGHT POLES TO BE

ouun,mms' ETd [CENTERED ON STALL SEE LANDSCAPE PLANS FOR
AT WLL NOT | |LINES. PLANTING INFORMATION.
cnom-t INTO | | SIDE SLOPES REMAIN CONSTANT. AS
| SWALE LENGTH INCREASES, THE

ENTIRE SWALE SURFACE DROPS, AS
INDICATED IN DETAIL OF CATCH
BASIN/GABION IN VEGETATED SWALE

IN PARKING LOT MEDIAN.

PLAGE 4" MIN. DIA. APPROVED LINCREEK
COBBLE FLUSH WMITH CURB OPENINGS FOR
DISTANCE OF 5’ DOWNSTREAM FROM CURB
OPENINGS.
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5 UNDERDRAIN CLEANOUT WITH
“] SCREW CAP TO FIN. GRADE.
5y SEE UTILITY PLAN FOR
2 LOCATION & INVERT.
SANDY LOAM PER
SFECE LASS 1, TYPE A PERMEABLE
OFFSET UNDERDRAI MATERIAL.
TRENCH AT EDGE OF
TREE PLANTING ZONE.
TRE Ao S 3" DIA. WASHED DRAINROCK
4 .
L SEmIGL WRAPPED IN TC MIRAF
6" DIA. PERFORATED SLOPED FILTERWEAVE 400 FILTER
UNDERDRAIN (SLOPE AT 0.50%) WITH g;agla OVERLAP TOP MIN.

PERFORATIONS DOWN. SEE PLAN FOR
CONNECTION TO CATCH BASIN & FOR
INVERT ELEVATION.

Figure 6-: Vegetated Swale at Edge of Parking Lot at Beginning of Swale (Not to scale)
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SAN MATEO COUNTYWIDE
Water Pollution
Prevention Program

Clean Water. Healthy Community
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