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What	  the	  MRP	  requires:	  

1.  Annually	  Inspect	  at	  least	  20%	  of	  installed	  
treatment	  systems	  and	  HM	  controls	  

2.  Annually	  Inspect	  at	  least	  20%	  of	  installed	  
vault-‐based	  systems	  

3.  Inspect	  ALL	  installed	  stormwater	  
treatment	  systems	  at	  least	  once	  every	  
five	  years	  



O&M	  Inspec2on	  Prep	  

1.  Contact	  site	  manager/property	  owner	  
ahead	  of	  2me	  if	  previous	  inspec2ons	  
have	  illuminated	  maintenance	  issues	  

2.  Bring	  Inspec2on	  forms	  
3.  Bring	  Camera	  or	  Smart	  Phone!	  
4.  Inspect	  in	  Rainy	  weather	  if	  possible	  

	  



Top	  10	  Items	  to	  Check:	  
1.  Biotreatment	  Soil	  Condi2on	  
2.  Plant	  Maintenance	  
3.  Mulch	  
4.  Flow	  Spreading	  
5.  Standing	  Water	  -‐	  Mosquitos	  
6.  Inlets	  and	  Overflows	  	  
7.  Irriga2on	  System	  
8.  Conveyances	  
9.  Erosion	  
10. Signage	  and	  Maintenance	  Records	  



1.	  Biotreatment	  Soil	  

a)  Trash?	  
b) Compac2on?	  
c)  Fine	  Sediments?	  









2.	  Plant	  Maintenance	  
a)  Remove	  Dead	  Plants	  (replace	  with	  beber	  

choice	  if	  condi2ons	  have	  changed?)	  
b)  Remove	  Excess	  Plants	  -‐	  they	  fill	  in	  and	  

oden	  need	  thinning	  ader	  1	  year	  
c)  Remove	  weeds	  and	  invasive	  plants	  
d)  Leave	  some	  plants	  near	  inlets	  to	  slow	  

water	  and	  filter	  trash	  
e)  If	  needed,	  only	  fer2lize	  with	  non-‐

synthe2c	  materials	  like	  worm	  cas2ngs	  &	  
compost	  



AC	  transit	  plants	  that	  died,	  	  



































3.	  Mulch	  

a)  Needs	  to	  be	  replenished	  annually	  
b)  Look	  for	  bare	  soil	  
c)  Floa2ng?	  
d)  “Bathtub	  ring”	  can	  be	  evidence	  of	  

overflow	  
e)  Remove	  weeds	  and	  then	  replenish	  

mulch	  









4.	  Flow	  Spreaders	  

a)  Undersized?	  
b) Backed	  up?	  
c)  Long	  and	  narrow	  system?	  









5.	  Standing	  Water	  -‐>	  Mosquitos	  

a)  Out	  of	  sight,	  out	  of	  mind	  
b) Neglected	  sites	  
c)  Change	  in	  ownership	  
d) Vault	  Maintenance	  
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6.	  Inlets	  and	  Overflows	  
a)  Flow	  splibers	  can	  be	  installed	  

incorrectly	  
b) Weirs	  can	  be	  adjusted	  
c)  Pumps	  need	  maintenance	  
d) Handover	  from	  Construc2on	  

to	  maintenance	  needs	  to	  be	  
checked.	  







Not	  enough	  fall	  
from	  street	  to	  
system.	  This	  
needs	  re-‐
grading.	  



7.	  Irriga2on	  System	  

a)  Lack	  of	  mulch	  can	  expose	  lines.	  
b) Vandalism	  
c)  Kids!	  





8.	  Conveyances	  

a)  Valley	  gubers	  
b)  Pipes	  
c)  Obstacles	  
d) Check	  Pumps	  











9.	  Erosion	  

a)  Lack	  of	  Mulch	  can	  cause	  erosion	  
b) Use	  Splash	  Blocks	  or	  cobbles	  





10.	  Signage	  and	  Maintenance	  
Manuals	  

a)  Iden2fying	  system	  
b)  Iden2fying	  Intent	  
c)  Iden2fying	  Maintenance	  BMPs	  
d) Contact	  Info	  
e)  Check	  Maintenance	  Records	  

wand	  O&M	  Agreements	  















Recommends	  
2/year	  
maintenance	  
and	  ader	  
every	  storm	  
event	  with	  
over	  1”	  of	  rain.	  



Ques2ons?	  
Peter	  Schultze-‐Allen	  
510-‐832-‐2852	  x128	  

pschultze-‐allen@eoainc.com	  
	  

Jill	  Bicknell	  
408-‐720-‐8811	  x1	  

jcbicknell@eoainc.com	  
	  
	  
	  


